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Type CLT-Miniature Tantalum Capacitor 
 
The CLT series is now available in three case sizes.  These 
precision micro-miniature polarized capacitors are especially 
suitable for general filtering, de-coupling, bypassing, and RC 
timing application.  The CLT series operates to +85C without  
derating and up to +125C with derating.  The favorable 
capacitance to volume ratio has made this series the leader in 
high-density application such as hearing aids. 
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CLT 
 
 
Type 

 

Available Ranges:  DF  Case Size X  Case Size W  Case Size U 
2  Volt @85C (1.3 Volt @125C) 15% MAX 0.47µFd-2.2µFd  0.47µFd-2.2µFd  2.2µFd-10µFd 
3  Volt @85C (2.0 Volt @125C) 10% MAX       1.5µFd-4.7µFd 
4  Volt @85C (2.6 Volt @125C) 10% MAX 0.33µFd  0.33µFd  1.0µFd 
6  Volt @85C (4.0 Volt @125C) 10% MAX 0.22µFd  0.22µFd  0.68µFd 
10 Volt @85C(6.7 Volt @125C) 10% MAX 0.15µFd  0.15µFd  0.47µFd 
15 Volt @85C(10 Volt @125C) 10% MAX 0.10µFd  0.10µFd  0.33µFd 
20 Volt @85C (13 volt @125C) 10% MAX 2200pFd-0.068µFd 2200pFd-0.068µFd 1000pFd-0.22µFd 
  


